
2 x 6 casing
(required)

vinyl stop mold
supplied with door

interior wall covering
(sheetrock or paneling)

laminated beam

garage door

SIDE VIEW OVERHEAD VIEW

stud wall

interior wall covering
(sheetrock or paneling)

2 x 6 casing
required

dimension between 
jambs same as 
door width or 
slightly smaller
(never greater than 
door width)

exterior wall covering
(siding or brick)

vinyl stop mold
(supplied with door)

garage door

exterior wall covering 
(siding or brick)

finished lumber under 
header: dimension from 
this lumber to floor to 
be same as door height 
or slightly smaller 
(never greater)

minimum side 
room edge of 
opening to wall 
or obstruction

4 ½”

2 x 6 casing
(required)

must extend from 
floor to ceiling

VIEW FROM INSIDE GARAGE 

finished
ceiling

opening height - same as door 
height or slightly smaller (never 

greater than door height)
7’ and 8’ doors standard

(odd sizes available - ask for details)

finished floor

minimum headroom 
top of door to ceiling
12” for manual door
14” for door with 
electric operator

2 x 6 casing
(required)

must extend from 
floor to ceiling

opening width same as door width
or slightly smaller

(never greater than door width)

2 x 6 filler at header
(required)

minimum side 
room edge of 
opening to wall 
or obstruction

4 ½”

2 x 6 spring pad (required)
in center of opening*

FRAMING DETAIL

®DOORTECH
“Your Garage Door Specialist”

275-6800 274-9950

NOTE:NOTE:
10’ Wide doors offset 11 ¾” 
20’ Wide doors offset 23 ½”

**
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